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Section 1 - EzSave and the Long Term Memory

EzSave for W ndows is a utility program that will transfer compressed data from your EDM to your PC and
decompress the data into a comma separated value text file. (Hereafter we will use the term EDM to refer to either
the EDM-700, EDM-800, EDM-760, or EDM-900.)

EzSave will also read and decompress Palm handheld computer .PDB files.

The EDM Long Term Memory will record and store all displayed parameters once every six seconds (or at a user
selected rate—see “Setting Parameters in the EDM” on 7) and, at a later time, transfer them to a laptop PC.

When you retrieve recorded data to your laptop PC you can choose to retrieve ALL the data in stored in the EDM, or
only the NEW data recorded since your last retrieval. In either case, no data in the EDM is erased. The data will be
saved in the PC in a file in a compressed format. The EzSave Windows program supplied with the Long Term
Memory will decompress the data for display and use by other programs, such as a spreadsheet or database.

The amount of total data that the EDM can store will vary depending on how rapidly the measured temperatures
change. The typical storage is 20 hours for the EDM-700, 15 hours for the EDM-800 & EDM-760, and 60 hours for
the EDM-900, but may vary depending on which options are installed. When the memory becomes full, the oldest
data will be discarded to make room for the newest.

You may place a mark at the next data record by tapping the LF button twice. You will see the word 5MAP within
the next six seconds, indicating a data record has been marked. Tap the STEP button to return to the Automatic
indexing mode.

All data are time-stamped. The EDM Long Term Memory contains a real-time clock that may be reset to local time
or UTC when you initially program your instrument. You may also program an Aircraft ID that will appear in the
output data file. The Aircraft ID can be your aircraft registration number or your name.

At power on, the EDM will execute its self-test and then display the date (e.g., /! /12.0/), the time (e.g., 13.26), the
percentage of memory filled since the last save (e.g., FULL 24), and the Aircraft ID.

Section 2 - Installing EzSave for W ndows on a PC

Follow these simple steps to transfer the program to your PC.

Using the MS Windows® Explorer utility:

1. Insert the EzSave floppy disc into your PC’s floppy drive.

2. Select your floppy drive (usually the A: drive).

3. Double click on the SETUP.EXE file. Follow the instructions on the screen.
4

Place a copy of the EzSave shortcut icon directly onto your Windows desktop. To place the icon on your
desktop, left-click the icon as it appears in the C:\Program Files\EzSave folder, then drag it to your desktop.

5. Double click on the EzSave icon on your desktop and you will see the EzSave main menu. Click on Select
COM port and baud rate and click on the COM port and baud rate you will be using—usually COM1 and
always 19,200. Click OK.

Note: if you receive the error message "Could not open that port. Please select correct COM port." You
could have another program—such as the Palm HotSync Manager—using that port. Shut down any program
using the COM port before running EzSave.

6. Click on Exit EzSave to exit the program.
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Section 3 - Downloading EDM Data

Connect the computer to the serial port using the serial cable. Insert the small round plug into the data connector on
your aircraft instrument panel, and the other
end into the computer serial port. EzSave Main Menu

On the Windows desktop double click EzSave [ ] Download and decompress data
icon. Click on the Download and

I View data
decompress data button. You may also tab to
the desired button and press the spacebar to | Decompress patn data
select a menu item. | Decompress archive dnta
Follow the instructions on the screen. If the | setect coM port and band rate
data doesn't transfer correctly try waiting two | Chumse daiafoldr
seconds between selecting the Start button and

I Exit EzSave

tapping the STEP button.

After the data is downloaded, tap STEP. You will be asked if you are finished using the program mode by the
message: END Y. Tap STEP if done. Tap LF to change the message to END ¥ and stay in the program mode. Tap
STEP to continue.

After the download is complete, the EzSave program will decompress the data file that was downloaded, and
produce individual Flight files, each with the .CSV suffix. A list of these files is shown on the right window on the
EzSave screen.

You may double click on any of these lines to open another window that displays the data in text format. (This
format is described in the next section.)

After closing the EzSave application, you may open any of these files in a spreadsheet or database program.

% Decompress Archive Files

Choose a file to be The following files decompressed from: CAEZDATAWGNI00TER011119 DAT

decompressed: To view a decompressed file, double click that file.
ERGGEE] < [FRAZ35 FOUZ33A C5V 0.25 Hows Intewal 6 sec 1171271 174258
FItH234- FO02944 C5Y (.07 Howrs Interval 6 sec 11/12/1 17530

=T FIH256. FO02954 C5Y (.06 Howrs Interval 6 sec 11/12/1 18:0:54
YEZDATA FIH296- FO02984 CSY 0.01 Hours Interval 6 sec 1141241 187:18
FRH297- FODR97.CSY 1.54 Hours Imterval 6 sec 11/12/1 21:30:54

FRH233- FOD29B.CSY 0.00 Hours Interval 6 sec 11/12/1 23:6:40
FH233- FON233.C5Y 0.04 Hows Interval 6 sec 111241 23:7.24
FI300- FOO300.C5Y 0.09 Houwrs Interval 6 sec 111241 2314:4
FIH301- FOO301.C5Y 0.00 Howrs Interval 6 sec 11/1941 19:21:68

ROT1T126.DAT
ROT1119.D4T

IFthe file to be decompressedis not in current data directory,

press Browse button to copy the file to current data directory. Browse.

Return to Main IMenn
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Section 4 - Viewing EDM Data

From the EzSave main menu select click View data button. You will see a screen similar to the one below:

Chooge a file: Display the file:  CAEZDATANSHI00TRFO02P54 CEV

ERGAE =] [Ezsave Da/zame
“EDM- 700 270 J P Instuments (C] 1938"
Qo "sirciaft Number GN1 Q078"
YEZDATA [Fish 255 171201 1805
“EngDegF OATDeaC F/F GPH"
k o f
TIME" E1" 2] “DIFCLD BAT P, "USD" "MARK",

CET T
054" 1459141 0,1455,1430.1523, 1408327340 319343 310331 15341150 2514495,
I*.1453,1410,1466,1430,1523,1408, 327, 340,319,343, 310,331 1534,115.0.28 1.4, 75
¥ ,331,1534.115.,0. ,100.5,

'1 14 5,
1459141014581430152314033273403‘193433‘1033115341150231 4177
01459, 1410,1466,1430,1523, 140! 15341150281 4,202 5,
181 35”1!159141EINEEN3D1523‘M[IEHZ?HJEI 319343 31D331 153!1115[IZET 4228,
18:1:42" 1459 1410, 1466,1430,1523 1408 327, 340,319,343,310,331,1534 115,0,28.1,4, 253 5,
18:1:48" 1459 1410, 146614301523 1408 327, 340,315,343 310,331,1534 116,0,28.1,4,279,
'18:1:564" 1459 1410, 146614301523 1408, 327, 340,315,343,310,331,1534 115,0,28.1,4, 287 5,
18:2:0 1455 1410,1466,1430,1523,1408, 327 340,319,343 310,331 1534 115,0,28.1, 4,287 5,
'"18:2:6" 1465 1410,1466,1430,1523,1408, 327 340,319,343 310,331 1634 115,0,28.1,4,287 A,
18:2:12" 1459 1410, 146614301623 1408 327, 340,315,343,310,331,1634 116,0,28.1,4,287 5,
'18:2:18" 1459 1410, 1466,1430,1623 1408 327, 340,315,343,310,331,1634 116,0,28.1,4, 287 5,
"'18:2:24",1459,1410,1466,1430,1523, 1408, 327,340,319,343, 310,331 1634.115,0,28.1 4,287 5,

FO0233.C5Y
FOD2334.C5Y .
FO0254.C5Y 1B2:45" 1453 1410.1466.1 430.1523 1408327 340 319,343 310,331 1534 115.0.28.1 4287 5.
FO02944,C5Y "'18:2:54' 1459 1410.1466.1430,1523.1408,327.340,319.343.310.331.1534.115.0.26 1 4. 287 5.
FO0295, 08l "18:3.0" 1453.1410,1466.1430.1523.1408.327 340,319,343 310,331 1534 115.0.281.4 287 5.
3:6",1450,1410,1466,1430,1523,1408,327, 340,319, 343,310,331 ,1534,115,0.28.1.4,287 5,
FO0296.C5Y 3:12",1459,1410,1466,1430,1523,1408,327,340,319,343,310,331,1534.115, 4,287,
FO029BA.CSV 3:18",1453,1410,1466,1430,1523,1408,327,340,319,343,310,331,1534.115, ..
FO0297 CSW 3:24",1453,1410,1466,1430,1523,1408,327,340,319,343,310,331,1534.115, 4.287.5,
FO0238.CSW 3,30°145914101455,1430,1523, 1408327 340,713 343310 331 1534 115.0.28.1 4 267 5,
FO0293.CSY 3:36",1459,1410,1466,1430,1523,1408,327,340,319,343,310,331,1534,115,0,28.1,4,287.5
FO0300.C8Y 3:42",1459,1410,1466,1430,1523,1408,327,340,319,343,310,331,1534.115, 4.287.5,
FO0301.C8Y 3:48",1453,1410,1466,1430,1523,1408,327,340,319,343,310,331,1534,115,0,28.1 4.287.5,
ROTITT2ATAT 3:54",1459,1410,1466,1430,1523,1408,327,340,319,343,310,331,1534,115,0,28.1 4,287.5,
ROT1118.TXT 40", 1453,1410,1466,1430,1523 1408,327 340,319,343 310,331 1534 115,0,2811.4,287 5,

'18:4:6" 1459,1410,1466,1430,1523,1408, 327 340,319,343, 310,331 1534 115,0,28.1 4,267 5,
18:4:12",1459,1410,1466.,1430,1523,1408 327, 340,319,343,310,331,1534 115,0,28.1,4, 2687 7,

Display Close the File

Select the subfolder in the EZDATA folder (or some other folder that you have selected) that contains the data for
your aircraft. The folder name will be the same as the Aircraft ID stored in the EDM. Select a decompressed file
from the list on the lower left. The file name is an “F” followed the flight number, as F00238.CSV Subsequent
decompressions of the same flight will create files with a letter suffix appended such as FO0238A.CSV Select a
.CSV file and double click the file name or click the Display button. The data will be similar to the following:

"EzSave 11-13-2001"

"EDM- 700 V 283 J.P.Instruments (C) 1998-2001"

"Aircraft Number N1205X "

"Flight #5 11/12/01 11:46:24"

"Eng Deg F OAT Deg F F/F GPH"

"Duration 4.44 Hours "

"TIME", "El", "E2", "E3", "E4", "E5", llE6ll’ "Cl", "Cz", "C3", "C4", "C5", "C6",
"DIF","CLD", "OAT", "BAT", "FF", "USD", "MARK"
"11:46:24",1375,1323,1386,1342,1437,1323,355,365,340,368,329,353,
114,0,75,13.9,12.8,21,"3s"
"11:46:30",1376,1323,1387,1343,1438,1324,354,365,342,369,330,353,
115,0,75,13.9,12.8,21,""
"11:46:36",1375,1322,1385,1342,1436,1325,356,365,343,367,332,353,
114,0,75,13.9,12.8,21,""
"11:46:42",1376,1320,1385,1340,1437,1324,355,365,345,368,331,353,
113,0,75,13.9,12.8,22,""

The line
"TIME"’ "El", "E2"’ "E3" , "E4" , "E5ll , llE6ll , "Cl" , llc2ll , llc3ll , llc4ll , IIC5II , IIC6II , IIDIF" , IICLD" , IIOAT" , IIBAT"
UEE", "USD", "MARK"

is the header text and is listed in the file only once. It describes the contents of each subsequent line of data starting
with time in hours:minutes:seconds. The next labels are E1 ... E6 for EGTs, Then C1 ... C6 for CHTs, The DIF,
CLD, OAT, BAT, FF and USD are the same as on the EDM display. The MARK data will be an “S” if the data was
marked by pressing the LF button twice.

Viewing the data on this screen is meant just to check the data in a general way. For more detail you will need to
import the data to your spreadsheet and follow the directions for your spreadsheet for analyzing and plotting data.

You may use JPI’s EzPlot software to automatically create graphs and summaries of the data, and print them out.
EzPlot is available for sale direct from J.P. Instruments.
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Section 5 - De-Compressing Palm Data

Select Decompress palm data from the main menu and select the folder that contains Palm .PDB files. To find
your Palm files, follow the directions at the bottom of the Decompress Palm Files window.

% Decompress Palm Files

Choose the Double click a palm file to generate a file with extension
"Backup" Folder: "DAT" and mdmndual flight files with extensien ". C3V"

1428/023:36:08AM  PO20115.PDE
1/28/02 336:10AM  PO20123.PDE
2/27/02 404:42 P PO20223 FDE
3A14/0210:49:06 AM  PO20311.PDE
270232316 AM  PO20317 PDE
3/2FA02 32532 AM  PO203F (1)FDE
4/23/0211:2716 M PO 219.PDE
4/23/0211:27:18 M POD1 2192 PDE
4/23/0211:27:40 A PO20123a.PDB
4/8/021:01:00 P PO20406 FDE

Double click the file name. You will see a list of the decompressed .CSV files in the View New Decompressed
Files window.

“h View New Decompressed Files
Choose a file to be The following files decompressed from: P020123a DAT

decompressed: To view a decompressed file, double click that file.
| e [SYSTEM] j FItHB0- FODOS0& C5Y 0.08 Hows Interval B sec 1/2/2 0:7:34
FItHET- FOOD51A CSY 1.45 Howrs Interval B sec 1/6/2 20.7:46
[ FItH52- FOD0524 C5Y 1.02 Hows Interval B sec 1/7/2 0:32.34
A EZDATA FIHE3- FO00534 CSY 0.20 Howrs Interval B sec 1/1042 23:40:56
FItiG4- FOO0S44 CSY 3.97 Hours Interval 6 sec 1/11/2 0:4:32
FItH5S- FODOS5A C5Y 4.00 Hows Interval 6 sec 1/14/2 10:56:18
FIGE- FOODBEA CSY 015 Houwrs Interval 6 sec 11742 20:25:0
FItHS7- FODOS7A4 C5Y 1.86 Hows Interval B sec 141772 20:44:4
FIHES- FOO0BEA CSY 2,38 Houwrs Interval B sec 1/18/2 1:54:28
PO20123a DAT

You may double click on any of these lines to open another window that displays the data in text format, as
described in Section 4 - Viewing EDM Data. After closing the EzSave application, you may open any of these files

in a spreadsheet or database program. The original .PDB file will be deleted from your PC. It is still available in
your Palm handheld.

Section 6 - De-Compressing Archived Data

Select Decompress archive data from the main menu and select the folder under the EZDATA folder (or some
other folder that you have selected) that contains the data for your aircraft. You will be presented with a list of
.DAT files. Chose the file you wish to decompress and double click the file name or click the Decompress button.

You will see the decompressed file list of .CSV files. Select and double click on the flight file and you will see the
contents of the file displayed.
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Section 7 - Configuring the Data Com Port

Select COM port from the main menu.

23 Select COM Port and Baud Rate

Select COM Port————— Select Baud Rate

COMI1 COM3
CoM2 ComM4

Note: We have alieady changed our latest products' baud rate to 19200, The baud rate 9600 would
be nao longer used. So please always select 19200, IF you are using an old product, please set 19200
on your instumert

OK | Cancel

Select one of the four COM ports—COM 1 through COM4.
The baud rate is fixed at 19200.

When you are finished click OK to save the newly selected configuration. To abort, select Cancel; your changes
will not be saved.

Section 8 - Change Data Folder
You may select a different data . o
. urrent Data Directory: [Permanent]
directory than EZDATA for your [C\EZDaTa
downloaded and decompressed data Downloaded and Decompressed data files will be stored in a subdiectary of
the current data directatry.
files. You can permanently change the

direCtOfy, or temporarily create a data If you want to set a new data directory or folder, please type the full path or
. . E buttan.
directory, but the program will default e e

to the permanent directory the next time L
yOu start up EZSﬂVe. Change Tempararily | Browse... |
Choose Change Permanently to e

change the data directory for all
subsequent uses of EzSave. Choose
Change Temporarily to change the
data directory for the current session of the EzSave. Choose Browse... to browse your local computer drive for the
desired location for the data directory. When you have completed the entries, choose Close to effect the changes.
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Section 9 - Setting Parameters in the EDM

Start the pilot programming procedure by simultaneously holding the STEP and LF buttons for five seconds. You
will see the word PROGRAM for two seconds. To change the date, time and Aircraft ID for the Long Term Memory,
tap the STEP button until the display shows OUfIP? M. Next, simultaneously hold the STEP and LF buttons for five
seconds. Then set the date and time as shown:

Tap STEP  Tap the LF
advances to button to
next item sequence Comments
RECORD 2= 500 Record time interval in seconds. This
TIME selects how often a sample is recorded.
INTH =2 Month
DORY 1= 3l Day
YERR 80=179 1980 through 2079
HOUR 00— 23 24 hour time. We suggest you set UTC
N 00— 59 This also zeros the internal seconds timer
N----- N 123455 Displays current Aircraft ID. To change
Aircraft ID, hold both STEP and LF buttons
simultaneously until the first character
flashes. Use LF to select the first
character. STEP moves to the next
character. To Save the Aircraft ID, Hold
both STEP and LF for 5 sec.
END Y Tap STEP button to exit the procedure.

Section 10 - Technical Support

JPI offers both e-mail and telephone technical support. Have your model and serial number ready when you call.

Call JPI for a return authorization number before returning any equipment.

JPI

3185 B Airway
Costa Mesa, CA 92626

800 345-4574

WWW.jpinstruments.com

For Your Safe Flight

Page 7




