Steps to update the KLN94 database into a KLN94 Database card through ImageMate.
1. Start GpsLoader application.

2. Select “Update GPS ( Database” from the menu and then selects a KLN 94 database. The following dialog will be displayed.

[image: image1.png]Update KLNG4 Databas
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How would you ke to update your KLNS4 database ?
€ KLNS4is connected 1o the FC's COM Pot using a Data Loader Cable:
& Cardisinserted into an ImageMatethat s attached to the FC's USB port
€ Cardisinsened ino the PC's FCMCIA pot using a P Card Adapter
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3. Select “Card is inserted into an ImageMate that is attached to the PC’s USB port” option and click “OK”. The following dialog will be displayed.
[image: image2.png]Vel that the infrmation belowis corect.

Selected File: .\AERD_FSS\GpsLoader
Update Type : KLNS4 ATLANTIC
Effective Dates : 09/22/2011 T0 10/19/2011
Database Key: 4434BBC5

Insett your KLNS4 database card irta the ImageMate. Then, connect
the ImageMate o the PC's USE port and press the START button.
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4. Click “Start”. If the ImageMate is not connected OR if the ImageMate is connected but not detected by the Operating System, the following error message will be displayed.

[image: image3.png]Please insert a KLN94 Database Card into the ImageMate, and make
sure that your ImageMateis attached to your PC's USE port.

Note: f the ImageMate is already connected to the PC's USB port and
ifyou are a Windows 7 user, Please click on ‘Continue’ to follow the
instructions which enables your system to detect the ImageMate.

Press the HELP button for troubleshooting advice.





5. If the ImageMate is not connected, please connect and click “Try Again”.

If the ImageMate is already connected click “Continue” and the following message will be displayed.
[image: image4.png]Please follow the steps below to adjust the security settings

1..Go to Start Menu' and open Control Panel.

2. Click System and Security'.

3. Click ‘Change User Account Control Settings'in Action Center.

4. Place the bar o the bottom most to make the stting as
“Never notify’and click ‘OK'.

5. Close allthe windows and Restat the system.

6. Once the system reboots, connect the Imagemate to the system and insert
KLNS Dotabase cord, then open GpsLoader application and try witing
the database to the KLNS4 Database card.





6. If the ImageMate is successfully detected but if the KLN94 Database card is not inserted into the ImageMate, the following message will be displayed.
[image: image5.png]@ Error! KLN94 Database card i not found.

Please insert a KLN94 Database card into the ImageMate, i it s not
inserted. f the card is inserted, please re-insert again.

Press the HELP button for troubleshooting advice.
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7. If the ImageMate is successfully detected but if the KLN94 Database card is not detected yet, the following message will be displayed.
[image: image6.png]Windows OS i inthe process of detectng the KLNS4 Database card.
Please waitfo the stpulated amount of tme a< mentioned below and
y again.

*Windows 7 willtake around 15 to 20 mins to detect the database card.
*Windows XP will take around 3 to 5 mins to detect the database card.
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8.  If the ImageMate is successfully detected and if the KLN94 Database card is also detected, the following message will be displayed.
[image: image7.png]@ IMPORTANT!

Since your last reboot, have you put a non-KLN 94 card (for eample, a

‘comera card) into your ImageMate?
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8.1 If you click “Yes” the following message will be displayed.
[image: image8.png]" Did you select "Eject” pior to removing your non-KLN 94 card (camera
card) ?
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8.1.1 If you click “Yes” the writing process given below in the step 9 starts.

8.1.2 If you click “No” the following message will be displayed.
[image: image9.png]Failure to eject previous cards could cause your KLN 94 database card
tobe damaged.

Please cject your camera card properly as follows:
(1) revinsert the camera card (if avalable) into the ImageMate.

(2) Click on the green arrow at the lower fight-hand corner of your
Screen in your System Tray and select "Safely remove o Stop USB Mass

Storage Device'.

3) Then, regardiess of outcome of Step 2, REMOVE the ImageMate:
from the USB port, wait a couple of seconds, then RE-ATTACH the

ImageMate to the USE port.
@) Finally,insert the KLN 94 card back nto the ImageMate and press





If you click “OK” the writing process mentioned in  step 9 starts.

8.2 If  you click  “No”  writing process mentioned in step 9 starts.
9. Writing process.

[image: image10.png]Flease wait whils the database is being copisd to the KLN34 Database Card

Selected File: . \GpsLoader Install\0_KLNS4\atlanich2737D866ADatabse.dat
Update Type : RLNS4 ATLANTIC
Effective Dates - 09/22/2011 T0 10/19/2011
Database Key : 27970868

Complete
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[image: image12.png]Please Remove the KLN94 Database Card from the ImageMate Now and
Press OK





General errors

1. If the Key in Database.dat and the key in your Database card is not matched, the following message will be displayed.

[image: image13.png]@ Unable to update the database on the card.

Error! The key in your Database.dat database (443ABBCS) does
ot match the key on the Database Card (2797D868).

To update this Database Card, you must download a database file
with the key (2797D868) from the www.gpsdatabase.com web ste.

Unable to Update KLN 94 Database Card in the ImageMate.

Press the HELP button for additional information.
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2. If the ImageMate is disconnected when the writing process is in progress, the following message will be displayed.

[image: image14.png]§ AWriteFile error occured while copying the file.

‘The system cannot find the fle specified.
Unable to Update KLN 94 Database Card in the ImageMate.

Press the HELP button for additional information.
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On “OK” the below message will be displayed.

[image: image15.png]The detabase update has been cancelld

No deta was received aver COM Port 3. Press “Troubleshaoling Tips” for
possible ways 1o fis this problem.

Your KLNS4 unit il nct contain a vaid database i you repeal the update.
process and allow it 1o proceed to completion

[ Help Troubleshooting Tips





